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Fig. 2.8 Details at North End of Joist No. 3
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Fig. 2.9 Joist End Roller Support

Fig.2.10 Connection at North End of Joist No. 3
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Fig. 2.10 Connection at North End of Joist No. 3 (cont.)
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(@) Joist No. 1

-

"Top Chord" *North Diagonal

! N !
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*South Diagonal”

"Bottom Chord"
(b) Joist No. 2
-
*North-1 Diagonal’
"North-2 Diagonal”
! “Top Chord, ! ! Y“North-a Diagonal’
T\\gg\/\/\/\/N/\/\/\/\/\/ﬁg%f_
\ "South Diagonal’ ‘Bottom Chord® /
Load Cell {(Measuras vertical reaction
at south end of Joist)
(c) Joist No. 3

! = Vertlcal Displacement Transducer
& = Strain Gaged Member

Note: Load monitoring instrumentation not shown

Fig. 2.15 Joist Instrumentation
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(@) Straln Gage Locations on Diagonal Members
(4 gages at each locatlon)

/8" Typ.

AN )

(b} Strain Gage Locatlons on Chord Members
{10 gages at each location)

Notes: - Gages located at approximately midlength of member
- All gages orlented longitudinally along member

Fig.2.16 Layout of Strain Gages on Joist Diagonals and Chord Members

Joist No. 1

Fig. 2.17 Photographs of Joists as Received at Ferguson Lab
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t No. 1

Fig. 2.17 Photographs of Joists as Received at Ferguson Lab (cont.)
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Joist No. 3

Flig.2.17 Photographs of Joists as Received at Ferguson Lab (cont.)
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Broken welds between

. Broken weld at intermediate connector
diagonals and top chord N Yetween top chord angles

Note: Broken welds discovered after joist straightening.
Broken welds were repaired prior to testing joist

Fig. 2.18 Location of Broken Welds Found on Joist No. 1
After Straightening

Fig. 2.19 North End of Joist No. 2 Prior to Testing
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3. JOIST TESTS

General

This chapter describes the response of each joist during testing. Plots of load on the
joist versus vertical displacement of the joist are provided, as well as a description and pho-
tographs of the failure mechanism for each joist. The load-displacement plots show the total
downward vertical load on the joist. As described in Chapter 2, the total load was equally
distributed among the 13 upper chord panel points (Fig. 2.2). For each joist, the downward
displacement at each of the three displacement transducers are plotted. The displacements
are labelled as “south”, “center” and “north” according to the transducer locations shown
in Fig. 2.15. Portions of the load-deflection plots corresponding to unloading of the joist
after failure have been omitted for clarity. Strain gage data and lateral displacement data
collected during each test are presented in Chapter 4.

Each of the three joist tests were conducted in a similar manner. Load was applied
by means of a manual hydraulic pump. The load was increased in small intervals. At the
end of each interval, loading was stopped (and held constant) while data readings (pressure,
displacements, strain gages, etc.) were taken. Loading was continued until the peak strength
of the joist was attained and a clearly observable failure mechanism developed. Joist Nos.
1, 2 and 3 were tested on January 4, 8 and 9, 1990, respectively.

Joist No. 1

The plot of load versus displacement for Joist No. 1 is shown in Fig. 3.1. The peak load
held by this joist was 13,200 1bs., at which point the midspan deflection was measured at 3.01
inches. At the peak load, the first compression diagonal at the south end of the joist buckled.
This was followed almost immediately by buckling of the next compression diagonal at the
south end. The location of the buckled diagonals are indicated in Fig. 3.8. Photographs
of the buckled diagonals are provided in Fig. 3.2. Both diagonals buckled primarily out
of the plane of the joist. After all load was removed from the joist, the first compression
diagonal at the south end had a residual out-of-straightness of approximately 1.75 inches
at midlength. The residual out-of-straightness of the second compression diagonal that
buckled was approximately 1 inch.

Prior to achieving the peak load, the load-displacement plot for Joist No. 1 (Fig. 3.1)
shows some irregular areas where the displacements increased somewhat suddenly. These
occurred at about 2000 Ibs. and again at about 9000 lbs. It is believed that these increased
displacements corresponded to slip in the joist end supports. The 5” x 5” x 1/2" support
angles, bolted to the W10 x 33 support members likely slipped a small amount. During the
test, sudden noises were heard from the supports, which indicated the likelihood of slip. For
the remaining two joist tests, the connections were tightened, and no additional slipping
occurred. The small slip of the end supports did not affect the strength of Joist No. 1,
although the measured displacements were increased.
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Joist No. 2

The plot of load versus displacement for Joist No. 2 is shown in Fig. 3.3. The peak
load held by this joist was 11,100 1bs., at which point the midspan deflection was measured
at 2.63 inches. At the peak load, the first compression diagonal at the north end of the
joist buckled. Unlike Joist No. 1, no other members buckled. The location of the buckled
diagonal is indicated in Fig. 3.8, and photographs of the failure are in Fig. 3.4. The diagonal
buckled primarily out of the plane of the joist, with a similar buckled shape as occurred
with Joist No. 1. As with Joist No. 1, the diagonal retained a permanent buckled shape
after unloading of the joist at the end of the test.

Joist No. 3

The plot of load versus displacement for Joist No. 3 is shown in Fig. 3.5., and a plot
of load versus the vertical reaction measured at the south end of the joist is in Fig. 3.6.
The peak load held by this joist was 13,200 Ibs., at which point the midspan deflection was
measured at 2.37 inches. At the peak load, the first compression diagonal at the north end
of the joist buckled. This diagonal buckled primarily in the plane of the joist.

After the first diagonal buckled, the load supported by the joist dropped to about 8700
lbs. At this point, loading of the joist was resumed. The load on the joist increased to
approximately 10,500 lbs., at which point the second compression diagonal at the north
end of the joist buckled. Again, the direction of buckling was primarily in the plane of
the joist. After the second diagonal buckled, loading was again resumed. However, the
hydraulic rams at the north end of the joist were fully extended shortly after the loading
was resumed, and the test was terminated.

Figure 3.8 shows the location of the buckled diagonals in Joist No. 3. A photograph of
the buckled diagonals is provided in Fig. 3.7. Both diagonals retained a permanent buckled
shape after unloading of the joist at the end of the test.

In the initial loading of Joist No. 3, prior to buckling of the first diagonal, some inter-
esting observations were made on the lower chord extension at the north end of the joist.
When the load on the joist was at about 10,000 lbs., the lower chord extension was ob-
served to be deflecting upwards. This upward deflection increased as the load on the joist
approached its peak value of 13,200 Ibs. This observation indicated the onset of buckling
in the lower chord extension. Strain gage data for the lower chord extension (Chapter 4)
also indicate instability of this member. No permanent deformation was visible in the lower
chord extension after the joist was unloaded at the end of the test, indicating that the
buckling in the lower chord extension was elastic.
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Summary
The maximum load sustained by each joist, and the corresponding midspan deflection

are summarized in Table 3.1

TABLE 3.1
Summary of Maximum Joist Loads

Joist || Maximum | Midspan Deflection
Load at Maximum Load

1 13,200 1bs. 3.01 in.

2 11,100 Ibs. 2.63 in.

3 13,200 1bs. 2.37 in.

The maximum midspan deflection measured for Joist No. 3 was significantly lower than for
the other two joists, due to the stiffening effect of the lower chord extension.

Each joist failed by buckling of compression diagonals near the joist end. In Joist No. 1,
the first two compression diagonals at the south end buckled out of the plane of the joist.
In Joist No. 2, the first compression diagonal at the north end buckled out of the plane of
the joist. In Joist No. 3, the first compression diagonal at the north end buckled in the
plane of the joist. Upon continued loading, the second compression diagonal at the north
end also buckled in the plane of the joist. There was also evidence of buckling of the lower
chord extension in the plane of the joist for Joist No. 3.
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Fig. 3.2 Joist No. 1 — After Testing
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Fig. 3.4 Joist No. 2 — After Testing
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Buckled out of the plane of the jolst

(@) Joist No. 1

——— -
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Buckled out of the plane of the joist

{b) Jolst No. 2

"\\g/\/\/\/\/\/\/\/\/\CE/XZ//_

of the jolst

(c) Jolst No. 8

Fig. 3.8 Location of Buckled Diagonals
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4. ADDITIONAL TEST DATA

Joist Out-of-Plane Displacements

As noted in Chapter 2, measurements of lateral displacement of the joists were taken
during each test. Prior to each test, a transit was set up near the joist, and a line of sight
was established approximately parallel to the joist. The line of sight was chosen so that the
distance from the line of sight to the joist was approximately equal for the two ends of the
joist. The distance from the line of sight to points on the joist were determined by holding
a scale to the joist, and then reading the scale with the transit. These measurements were
taken to check for out-of-plane movement of the top chord in order to assess the effectiveness
of the lateral support system. The measurements also provided an indication of the initial
crookedness of the joists prior to testing.

The locations at which lateral displacement readings were taken on each joist are shown
in Fig. 4.1. For each joist, readings were taken along the top chord at the joist ends and
midway between the panel points. Two points were also monitored along the bottom chord
of Joist No. 3. For each joist, a full set of readings were taken along the unloaded joist at
the start of each test. Selected points were then read at several times throughout the test.
A full set of readings were also taken along the unloaded joist at the end of the test.

The lateral displacement readings for each joist are presented in Tables 4.1 to 4.3. At
each location along the joist, the absolute reading is provided, as well as the change in
reading from the initial unloaded state. Some selected results are shown graphically in Fig.
4.1a. The initial shape from a straight line through the two end supports is shown for each
joist. Each joist had an initial lateral displacement of the top chord of at least 1 /2 inch over
most of the length. The data suggest that each joist had a kink near the first panel point
at each end. This initial deformation pattern is also visible in the photographs in Fig. 2.17.

Because the top chord was laterally braced, these initial deformations had little effect
on the joist behavior. This is demonstrated by the lateral displacements measured prior to
buckling of the end diagonal and also after buckling. For Joist No. 1, the lateral displace-
ments of the top chord at 12,000 1b. (maximum = 13,200 1b.) show only slight deviations
from the initial shape. There is a significant change in lateral displacement only after the
failure load was reached. In Joist No. 2, the lateral displacement did not even change sig-
nificantly after buckling. The same observation can be applied to Joist No. 3; the data are
not shown in Fig. 4.1a for clarity.

Strain Gage Data
Data Reduction

As noted in Chapter 2, selected diagonal and chord members were instrumented with
electrical resistance strain gages on Joist Nos. 2 and 3. The location of the gaged members
are indicated in Fig. 2.15, and typical gage layouts are shown in Fig. 2.16.
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The purpose of the strain gages was to provide an estimate of the axial force in the gaged
members throughout the test. The joist members, in general, were subject to both axial
force and bending moments. Consequently, the strain at any one location of the member
represents a combination of axial strain and bending strain. The gage layouts were chosen
to permit computation of axial strain in the member.

On the circular diagonals, four diametrically opposite gages were provided, as indicated
in Fig. 2.16. Due the symmetry of the cross-section, the bending neutral axis must pass
through the center of the section, and the axial strain can be computed by simply taking
the average of the four strain gage readings. The average cancels out the bending strains.
Gages on diagonal members that buckled became inoperative after buckling. Therefore,
strain gage data is reported for these members only up to the point of buckling,.

For the double angle chord members, ten gages were provided (Fig. 2.16). The behavior
of these members is considerably more complex than that of the diagonals. The location of
the bending neutral axis is uncertain in the double angle members, because the angles can
bend as a composite unit, but can also bend individually. Consequently, the axial strain in
the double angle members was computed using a technique that did not require knowledge
of the neutral axis location. The method used to compute axial strain is outlined in Fig. 4.2,
and is based on the assumption that plane sections remain plane for each individual angle
of the double angle member. Since no local buckling was observed in the angles during the
tests, this appears to be a valid assumption.

It should be noted that the strain gage readings, and the resulting computed axial
strains, represent changes in strain with respect to the unloaded condition at the start of
the test. The readings do not include residual strains that may have been in the members at
the start of the test. Residual strains may have been present due to several causes, including
initial forming of the steel members, initial fabrication of the joists, and any bending of the
joists resulting from the roof collapse and subsequent straightening operations.

After the axial strain was computed in the members, the axial stress was estimated
by multiplying strain by the modulus of elasticity of steel (30,000 ksi). This is based on
the assumption that the material was within the elastic range at the location of the strain
gages. Tensile coupon data for the three test joists were not available, and so the actual
yield stress of the material is unknown. However, tensile coupon data provided by Morris
Engineering for other joists from the warehouse roof indicated yield points of at least 57
ksi for both diagonals and chord members. None of the elastically computed stresses at
strain gage locations exceeded 57 ksi prior to achieving the peak load on the joist. Thus, if
it is assumed that the available coupon data is representative of the test joists, none of the
measured strains exceeded the yield strain of the material prior to joist failure. Nonetheless,
if significant residual strains were present in the members before testing, localized yielding
of the members may still have occurred, even though the measured strains were below the
yield strain. Thus, the computed stresses, based on assumed elastic behavior, must be
interpreted with caution.
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After axial stress in the members was estimated, the axial force was computed by
multiplying the stress by the cross-sectional area of the member. The area was estimated
from cross-sectional dimensions measured at the strain gage locations.

Axial Strains and Forces

Results of the strain and force computations are presented in Figs. 4.3 to 4.10. Member
designations are keyed to those given in Fig. 2.15. For each gaged member, two plots are
provided: axial strain versus total load on the joist, and axial force versus total load on the
joist. Some portions of the plots corresponding to unloading of the joists after failure are
omitted for clarity.

As discussed above, these plots must be interpreted with caution. This is particularly
true for the axial force plots, which are based on assumed elastic response (to convert
strain to stress) and an estimated cross-sectional area (to convert stress to force). A linear
relationship between joist load and member force indicates elastic member response. Most
of the plots in Figs. 4.3 to 4.10 are in fact linear, indicating the assumption of elastic
behavior is reasonable. Nonlinear response can be seen in the north diagonal of Joist No. 2
(Fig. 4.3) just prior to buckling, indicating the possibility of some yielding in this member
just prior to buckling.

Figs. 4.9 and 4.10 show some interesting results for the bottom chord extension in Joist
No. 3. These plots indicate that the force in the bottom chord extension did not increase
in proportion to the load on the joist. These data indicate buckling of the bottom chord
extension, consistent with visual observations made during the test (see Chapter 3). The
bottom chord extension appears to have buckled elastically, since no residual deformation
was visible in the member at the end of the test. The nonlinear relationship between joist
load and the force in the bottom chord extension in Figs. 4.9 and 4.10 is therefore the
result of elastic buckling of the member and not due to yielding of the member. The elastic
buckling of the bottom chord extension explains the somewhat nonlinear load — deflection
plots for Joist No. 3 (Fig. 3.5).
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Typical Angle of Double Angle Chord Member

€1, €2, €3, €4, €5 = measured strains at strain gage locations

Compute: ¢, =¢
€rr = (52 + 63)/2
€rrr = (54 + 65)/2

At any location (z,y), compute strain from: ¢(z,y) = Az + By+C
where: A, B, C = constants

Solve for A, B, C from ¢, €,;, and €5, by solving system of three equations:
& =Az, +by +C
€ =Az; +by, +C
€enr=Az;+by+C

where: (2;,y;) = coordinates of point I, etc.

Solve for € = strain at centroid of angle:
€= AT+ By+C

For elastic response: & = E€
where: & = axial stress at centroid

E = 30,000 ksi.

Axial Force in angle = 7 x Aangle
where: Agng. = cross-sectional area of angle

Total axial force in double angle member:
Repeat above calculations for other angle, and sum forces

Fig. 4.2 Computation of Axial Strain and Force in Double Angle Members
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