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The extensive damage and economic losses which occurred during the 1994
Northridge and other recent moderate earthquakes have stimulated structural
engineers to consider how to protect economic investment in addition to meeting life

safety requirements of buildings.

The equivalent lateral force procedure for seismic design is based on implicit
consideration of inelastic response of structures in earthquakes. Experience with past
earthquakes has indicated that this procedure is inadequate in controlling damage in
buildings. Nonlinear dynamic time history analyses explicitly provide information on

the magnitude and change of internal forces and deformations in structures,
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The objective of this study is to demonstrate the capacity of nonlinear
programs to predict performance of reinforced concrete structures subjected to various
earthquake ground motions, and to provide guidance on use of nonlinear analyses for
seismic design and evaluation. Two buildings subjected to three different earthquakes
are analyzed using two nonlinear programs: DRAIN-2D and IDARC, and the analysis
results are compared with recorded response data. Both nonlinear dynamic time
history and nonlinear static push-over analyses are performed, and correlations
between these two nonlinear analysis methods are studied. A simplified shear failure
model is proposed in the study. A number of parameters affecting the results, such as
damping coefficients, actual strength of materials, effective stiffness and residual
shear capacity are investigated. Also the performance of the buildings subjected to
various representative earthquake ground motions is studied. Design-spectrum-
compatible artificial earthquakes are generated and the most critical design

earthquakes are discussed.
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CHAPTER 1
INTRODUCTION

1.1 General

The general philosophy of earthquake resistant design for buildings is well
established’: (1) to prevent non-structural damage in minor earthquakes which may
occur frequently in the service life of a structure; (2) to prevent structural damage and
minimize non-structural damage in moderate earthquakes which may occasionally
occur; and (3) to avoid collapse or serious damage in major earthquakes which may
rarely occur. However, codes only require buildings to be designed for one ultimate
force level. In effect, buildings are explicitly designed only for the third criterion.
The extensive damage and unprecedented economic losses caused by the 1994
Northridge Earthquakez, have stimulated designers and owners to consider how the
design philosophy outlined above can be implemented to meet criteria (1) and (2), and
to protect a building owner’s economic investment.

The equivalent lateral force procedure for seismic design, as embodied in
building codes of the United States and most other countries, is based on implicit
consideration of inelastic structural response in the event of severe earthquakes. This

approach has a number of deficiencies as summarized below:



€]

@)

©)

The internal forces determined from elastic analysis under code-specified static
forces are quite different from those produced during the inelastic earthquake
response of the structure.

Although inelasticity may actually occur only at certain levels and in certain
locations, there is no way of determining those locations or the extent of
inelasticity in any of these locations through elastic analysis under code-
prescribed static loads. As a result, special ductility details must be provided in
every structural member and every connection. Also, there is no way to ascertain
that the ductility provided through conformance with prescribed detailing
requirements will always suffice.

Elastic story drifts under code-specified forces, amplified by such multiplication
factors as may be prescribed, will be quite different from the actual inelastic story
drifts. Thus, keeping the amplified story drifts within prescribed limits may not

result in the intended damage control and safety against instability.

Information on the amount and distribution of internal forces and

deformations in yielding structures can be obtained through inelastic response history

analyses of structures subjected to earthquake motions. Over the past 20 years,

several nonlinear time history analysis programs have been developed. However, the



applicability and accuracy of those programs need to be evaluated before they can be

used in routine design.

Structural acceleration records produced by earthquakes are one of the few
sources of quantitative information about the response of large structures to
damaging, or potentially damaging, earthquakes. They not only allow modern design
practices in earthquake engineering to be checked, but also they can play an important
role in research to improve these practices. As a consequence, considerable effort has
been made by earthquake engineers to record structural accelerations in addition to
ground accelerations during an earthquake. Over the last two decades, or so, these
efforts have been rewarded by the increaéing number of sets of strong-motion
acceleration records which have been obtained in buildings. These data provide

excellent resources for calibrating the accuracy of those nonlinear programs.

1.2 Objective

The objective of this study is to demonstrate capacity of available programs to
predict performance of reinforced concrete structures subjected to various earthquake
ground motions, and to provide guidance on use of nonlinear time history analyses for
evaluating and designing new, existing, or retrofitted buildings in seismic zones to

meet various performance requirements.



1.3 Scope
The buildings used for calibration and analysis in this study are restricted to
reinforced concrete moment resisting frames. In order to achieve the objective, the

following tasks were undertaken:

(1) Collection of all the necessary data regarding the design and construction of two
reinforced concrete structures, instrumentation information, and response records of
the buildings to the most significant earthquake motions experienced since
construction.

(2) Analyses of the response records of the buildings during the most significant
earthquake ground motions experienced.

(3) Prediction of the behavior of the building when subjected to the recorded
earthquake ground motions using two nonlinear time history analysis programs:
modified DRAIN-2D® and IDARC2D version 3.1% Computed responses are
compared with responses recorded during significant earthquakes to evaluate the
reliability and accuracy of the analytical models used in the time history analyses.

(4) Evaluation of nonlinear static analyses of structures subjected to lateral
incremental loads. A Nonlinear Static Procedure (NSP) has been proposed in the
FEMA supported project to produce guidelines for the seismic rehabilitation of

buildings (ATC-33)°.



(5) Analyses of the probable performance of the buildings under various
representative earthquake ground motions. Five earthquake records are used in the
present study. Also design-spectrum-compatible artificial earthquakes are generated

and the most critical design earthquakes are discussed.



CHAPTER 2
LITERATURE REVIEW AND BACKGROUND INFORMATION

2.1 General

Almost all building construction in the United States today is regulated under
building codes that include provisions for construction in seismic zones. The major
building codes currently in effect include the Uniform Building Code (ICBO-1994)%,
BOCA Code (BOCA-1993)" and Standard Building Code (SBCCI-1993)%. Each of
these in turn is based either on the SEAOC Blue Book (SEAOC-199O)1 or NEHRP
Provisions (BSSC-1991)9, resource documents which themselves are closely tied to
ATC 3-06 (ATC-1978)'°. Each of these codes is therefore very similar with regard to
seismic design and construction provisions.

The primary goal of these codes is to provide life-safety by requiring buildings
to have sufficient integrity, strength and ductility to resist collapse or generation of
large falling debris, in very severe, but relatively infrequent earthquakes. Secondary
goals include control of property damage and maintenance of function through drift
limitations in moderate events, which are expected to occur more often. These codes
have been developed empirically, based on observations of actual damage which has
occurred to structures in past earthquakes and extensive research at various
institutions. Following each major earthquake, engineers have observed the damage

sustained by buildings, with particular interest in the performance of structures



conforming to the code in force at the time of construction. Where unacceptable
damage has been observed, the building code provisions have been modified to
prevent the recurrence of such damage in future events. As a result, current building
codes enforced in seismically active regions of the United States are believed to
provide good levels of life-safety protection in buildings which are properly designed
and constructed. However, these codes appear less reliable with regard to the
secondary goals of minimizing property damage in moderate and small events for
some types of construction.

In recent years, California, due to its active seismicity and relatively modern
inventory of buildings, has provided a good laboratory in which to judge the
effectiveness of these building codes in meeting their intended performance goals. In
1989, the M7.1 Loma Prieta Earthquake affected the San Francisco Bay area.
Although this was a relatively large magnitude event, the location and fault rupture
characteristics were such that strong ground motion had a relatively short duration and
the most densely developed regions of the San Francisco Bay area experienced ground
accelerations that were 1/4 to 1/2 that anticipated in the largest expected earthquake.
Despite the relatively limited levels of ground shaking, the Loma Prieta Earthquake
caused more than $7 billion in damage with some modern structures, designed
according to recent editions of the building code, damaged so severely that extended

loss of use occurred. Although no loss of life occurred in modern buildings designed



to recent building codes, the economic loss which occurred was judged both by the
structural engineering profession and public policy makers as too large for this
moderate event'!. A need was identified for new building design and construction
procedures, which could better meet society’s requirement that property and business
interruption losses in moderate earthquakes be controlled to acceptable levels. Also
identified was the need to expand the scope of procedures used to evaluate and
rehabilitate existing buildings.

In January of 1994, the M6.7 Northridge Earthquake occurred, resulting in
even more severe losses, estimated at approximately $20 billion, than the Loma Prieta
Earthquake. Engineers and public policy makers again determined that it is
unacceptable to experience this magnitude of loss in such relatively frequent and
moderate events. Faced with a need to repair and reconstruct hundreds of buildings,
the California Office of Emergency Services contracted with SEAOC to develop
recommendations for performance based design and construction procedures which
could be implemented as rapidly as possible.

SEAOC has been actively engaged in the development of seismic design and
construction provisions contained in the UBC Code for more than 40 years. In 1992,
the SEAOC board of directors established the Vision 2000 Committee to develop a
framework for a next generation, performance based, seismic resistive building code.

During the period 1992-1993, the committee developed a preliminary framework for a



performance based building code, which incorporated the adoption of newly
developing analytical techniques and methodologies for characterizing the behavior of
structural systems subjected to strong ground motion, including energy balance and
non-linear analysis methods.

Information on the amount and distribution of internal forces and
deformations in yielding structures can be obtained explicitly through inelastic
response time history analyses of structures subjected to earthquake input motions.
Inelastic response time history analysis by direct integration of the coupled equations
of motion has often been used in research studies of earthquake response of yielding

structureslz’w’m.

The commentary to the NEHRP Provisions recognizes two- and
three-dimensional inelastic response analyses as the most rigorous analysis

procedures for seismic design.

2.2 Computation of Inelastic Response

The analysis of the response of building structures to dynamic loads is a
difficult task, especially if the response is nonlinear, as in the case of reinforced
concrete buildings subjected to strong seismic ground shaking. Making a reliable

estimate of response is one of the most difficult tasks facing the structural engineer.



2.2.1 Linear Elastic Analysis Methods

Since linear elastic analysis is the basis for nonlinear analysis, and most
current seismic codes and specifications are based on linear elastic analysis theory, a
background review of linear elastic analysis methods will be presented first.

Linear elastic analysis is a relatively routine process and involves the
application of well-established computational techniques. These are used in many of
the well-known and widely used commercial software systems and are described in

15,16,17,18

numerous texts on structural dynamics . Therefore, only a brief summary of

these methods shall be given here.

(1).  Equivalent Static Lateral Load Analysis. Static analyses of building structures
for lateral loads are readily performed by standard frame analysis programs, and this
approximate method is the only one feasible for hand calculations. The vast majority
of structures are designed in accordance with the Uniform Building Code or other
model codes such that the dynamic characteristics of the structures are accounted for
approximately by determining the equivalent static lateral loads.

For example, the procedures for the design of structures by the UBC-94 Code
are determined considering zoning, site characteristics, occupancy, configuration,

structural system, building height, and building weight. Lateral forces are determined

10



by first calculating design base shear, which is proportional to the weight of the

building as described in equation (2.1):

ZIC

V= R_WW 2.1
where Z = seismic zone coefficient.
I = importance factor.
C = site coefficient.
Ry = structural system coefficient.
w = total seismic dead load.

The design base shear is distributed along the height of a building. A portion
of the design base shear is concentrated at the top of a flexible building (if building
fundamental period of vibration is T > 0.7 sec.), to account for higher mode response.
The rest of the design base shear is distributed linearly, varying from a maximum
value at the top to a minimum at the bottom, in correspondence with fundamental
mode response. Therefore story shear can be calculated using equation (2.2), and this

is graphically represented in Figure 2.1.

V,=F+)F, 2.2)

i=x
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F,=0.07TV

F,
n < <
h,
X F,

hy
¢

V cm——p lateral force distribution

F, F,, F, = lateral force applied to level i, n or x, respectively.

F: = portion of V considered concentrated at top of structure in
addition to F,,.

h;, hy = height in ft above base to level i, or x, respectively.

Wi, Wy = that portion of w which is located at or assigned to level i or x,
respectively.

w = total seismic dead load.

T = fundamental period of vibration of structure in seconds in
direction of analysis.

A% = total lateral force or shear at the base for which a building is to

be designed.

Figure 2.1 Lateral Force Distribution
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Finally the building is designed according to applicable combinations of
factored lateral forces and gravity loads or related internal moments and forces from

equations (2.3) and (2.4):

U=14(D+L+E) (2.3)
U=09D* 14E 2.4)
where U = required strength to resist factored loads.
D = dead loads.
L =live loads.

E = load effects of earthquake.

(2) Response Spectrum Analysis. The importance of the response spectrum in
seismic analysis and design of structures is well known to earthquake design

19’20, and Housner?! describes

engineers. The response spectrum introduced by Biot
the maximum response of a damped single-degree-of-freedom oscillator at various
frequencies or periods. The procedure for computing and constructing the response
spectrum is illustrated in Figure 2.2.

Typical acceleration, velocity, and displacement response spectra for the SOOE

component of El Centro, the Imperial Valley Earthquake of May 18, 1940, are shown

in Figure 2.3.
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Figure 2.3 Response Spectra for 5% Damping for the SOOE Component of El Centro,
the Imperial Valley Earthquake of May 18, 1940
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The frequency contents of earthquake ground motions are illustrated very
graphically by response spectra. The random nature of such ground motions prompted
the generation of design spectra, which reflect the averaged frequency content of
expected ground motions. In 1978, the Applied Technology Council'® recommended
that a smooth version of the normalized spectral shapes proposed by Seed et al.”? be
used for developing seismic regulations for buildings. The ATC spectra, which have
also been adopted by the Seismology Committee of the Structural Engineers
Association of California', are presented in Figure 2.4. Site soil categories are
grouped into three types: rock and stiff soils (soil type 1), deep cohesionless or stiff
clay soils (soil type 2), and soft to medium clays and sands (soil type 3).

For multiple-degree-of-freedom systems, a number of independent
displacement coordinates are required to describe the displacement of the structure at
any instant of time. The response of the structure is represented in terms of a linear
superposition of mode shapes, and for each mode shape, the structure is treated as a
single-degree-of-freedom structure. After the determination of the important natural
modes and frequencies of a building, its response to ground motions, as synthesized in
the design spectrum, is readily determined. However, any realistic determination of a
structure’s modes and frequencies calls for a detailed mathematical model that can
only be solved feasibly using computer analyses. In addition, techniques for combining

the different modal responses are needed. Most common is the use of the square root

16



of the sum of the squares method (SRSS). However, if some of the frequencies of the

structure are very close or even identical, then the individual modal maxima have to be

18,23

combined by techniques which take this fact into account Also, the response

spectrum method can only be used to calculate the maximum responses of structures.
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3) Time History Analysis by Modal Superposition. To eliminate the difficulties
in combining the different modal responses, and to obtain time history information,
time history analysis by modal suﬁerposition uses a deterministic acceleration history
such ‘as one recorded during an actual earthquake as the input ground motion.
Equations of motion are established for as many degrees of freedom as are needed to
describe the stiffness and mass characteristics of the building. The seismic response
of a building can usually be described by a few important lateral deformation modes.
For example, the maximum roof displacement of a high-rise building during an
earthquake is typically determined largely (up to 90%) by the first, or fundamental,
mode as shown is Figure 2.5. Therefore it is very efficient to transform the equations

16 n this new coordinate system, the

of motion from physical to natural coordinates
equations are uncoupled and therefore readily solved for the modal responses.

The accuracy demand of the mathematical model of the structure’s stiffness,
mass and damping properties for this analysis method is comparable to that for the
response spectrum method. Time history analysis is only slightly more accurate than

the response spectrum method because of the more accurate superposition of the

various modal responses.

18



Figure 2.5 Superposition of Mode Shapes

4) Time History Analysis by Direct Integration. The transformation of variables
from physical to modal coordinates implies that linear superposition of individual
modal response is applicable. If this assumption is not valid (as is the case for inelastic
analysis or non-proportional damping), it is more appropriate to solve the equations of
motion directly, without transforming them first to modal coordinates. Thus the
method of integration has to be used for nonlinear analysis. For linear elastic
structures it is also sometimes desirable to solve the equations of motion by direct

integration, such as when the response cannot be synthesized from a few dominant

19



natural modes. Time history analysis by direct integration will be fully explored in

section 2.2.2.

(5) Frequency Response Analysis. Instead of integrating the equations of motion
in the time domain, it is possible to solve them by integrating in the frequency
domain, which offers computational advantages when random vibration analyses are
performed'®***, The representation of earthquake loads as a random process is more
meaningful for predicting structural response to future events than the use of single
deterministic forcing functions. In particular, frequency content estimates of ground
acceleration histories in the form of power spectrum density functions are less
uncertain than the predictions of other loading characteristics. Thus, random
vibration analysis techniques are suitable for earthquake response predictions,

especially if structures can be represented by linear elastic models.

2.2.2 Inelastic Analysis Methods
Nonlinear structural behavior may be caused either by geometric or material

nonlinearities. =~ Geometric nonlinearities are typically associated with large

deformations. Two forms of geometric nonlinearity, namely the P-8 (member

curvature) effect and the P-A (chord rotation) effect are illustrated in Figure 2.6.
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Figure 2.6 P-0 and P-A Effects

The P-A effect reduces the element flexural stiffness against sidesway. The P-
8 effect reduces the element flexural stiffness in both sidesway and non-sidesway
modes of deformation. Except for tall and slender structures, concrete buildings are

rather rigid and typically do not undergo very large deformations. However, the P-A
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effect is known to affect the safety of compression members and can have an
influence on the overall stability of structures and therefore should not be ignored.

Material nonlinearities are associated with inelastic behavior, exhibited by
members strained beyond their yield capacities as depicted in Figure 2.7. Plastic
hinges formed in the process have a considerable effect on the structural response.
Designers utilize this effect to limit the structural response through controlled energy
dissipation. Inelastic analysis accounts for material inelasticity or yielding when a
material is stressed beyond its yield stress.

The structural analysis problem is greatly complicated by nonlinear behavior.
The presence of plastic hinges changes the effective structural stiffness at numerous,
if not most time steps, thereby greatly increasing the numerical effort required for
solution of the problem. In the following paragraphs, several approximate nonlinear
methods will be discussed, then the method of nonlinear time history analysis by

direct integration, a more accurate analysis technique, will be introduced.

(1)  Approximate Analysis Methods

If the analysis objective is simply to demonstrate that a design has sufficient
capacity, especially in conjunction with preliminary design tasks, approximate
analysis methods are fully adequate and a number of these have been developed over

the years. A special word of caution is in order concerning approximate analysis
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methods. They give reasonable results only if proper consideration is given to all
limiting assumptions. They arguably require more experience on the part of the
analyst than standard, more accurate methods. In many cases it is difficult to assess
the degree of approximation involved or the effect of those approximations on

response.

Stress

A

R

linear elastic

nonlinear inelastic

unloading path

» Strain

>

Figure 2.7 Elastic and Inelastic Material Behavior

() Inelastic response spectra. The most common approximate methods
employ inelastic response spectra. Spectra for linear elastic analysis were discussed

earlier. In order to adapt these to inelastic analysis of reinforced concrete buildings,
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two approaches are possible. In the first method, the unmodified elastic response
spectrum defines a given earthquake, but in order to estimate the nonlinear response,
the actual effective frequency of the nonlinear structure f, is used, which is smaller
than the elastic frequency of the structure as shown in Figure 2.8 (tripartite
logarithmic plot). In the other method, the frequency of vibration f, is based on the
elastic properties of the structure, but it is used in conjunction with a modified
inelastic response spectrum, Figure 2.8. Such a spectrum is generated by analyzing
the time history response of a single-degree-of-freedom oscillator with a nonlinear
force-deformation behavior to the given ground motion history. Newmark and Hall*

devised a simple technique for converting an elastic spectrum into an inelastic one,

using the ductility ratio pi as the only parameter.

Veloxity

Elastic Response
Spectrum Inelastic Response
Spectrum

/.

Displacement Acceleration

»
P

fi 6 Frequency of Oscillator

Figure 2.8 Inelastic Response Spectrum Methods
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While the use of response spectra for linear structural analysis is relatively
straight forward, it should be applied to nonlinear analysis only with great caution.
First, the method is valid only for systems with limited ductility and becomes
increasingly inaccurate for large inelastic deformations. In an analysis requiring the
structure’s inelastic period, determination of inelastic period is not straight forward.
The inelastic period is not clearly defined because it is a function of loading and
ductility. In addition, it is difficult to assess the degree of simplification inherent in
constructing an elastic or inelastic response spectrum. Also the relationship between
a structural ductility ratio and individual element ductility ratios is not unique or
fixed. As an approximation, an overall structural ductility of 3 to 5 may correspond to
member ductility ratios of up to 15%.

Most important is the fact that the principle of linear superposition, on which
the response spectrum method for multi-degree-of-freedom systems is based, does not
apply to nonlinear systems. In other words, inelastic response spectra may help in
determining the approximate response of nonlinear single-degree-of-freedom systems,
but not of multi-degree-of-freedom systems. Mode shapes in the conventional sense
are meaningless with respect to nonlinear structures. It is noteworthy that the
Uniform Building Code and ATC methods are indirectly based on inelastic response

spectra®’.
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(b) Substitute structure method. This method was originally proposed by
Shibata and Sozen™ as an approximate method for the seismic design of concrete
frames. The method employs linear elastic analysis of a modified version of the
actual structure. The substitute structure is defined by replacing the actual member

stiffness EI, by a reduced stiffness,

El, (2.5)

£6.9?

where subscripts “s” and “a” refer, respectively, to the substitute and actual structure,
and “p*“ is the acceptable damage ratio, which is comparable to but not identical with
the ductility ratio. Modes and frequencies for the undamped substitute structure are
obtained using linear dynamic analysis. Equivalent modal damping ratios are

computed as:

1
B, =0.2(1—p 2)+0.02 (2.6)

Studies have shown®” that this amount of viscous damping leads approximately to the
same response as hysteretic damping in inelastic analysis. Design forces are
computed with the help of linear response spectra. Under the assumption that the
mode shapes and frequencies of the substitute structure retain the same significance
and meaning as in a linear elastic structure, the various modal responses are combined
using the square root of the sum of the squares method.

This method has been shown to give results that are sufficiently accurate for

preliminary design purposes®®. However, when applying it to final designs, it is
purp
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important to recognize its limitations and its inability to accurately determine the

inelastic response of the structure and the ductility demands of the individual members.

(¢) Q-Model Method. The Q-model™ is based on two types of simplifications:
1) reduction of a multi-degree-of-freedom model of a structure to a single-degree-of-
freedom oscillator, and 2) approximation of the incremental stiffness properties of the
entire structure by a single nonlinear spring. The reduction to the SDOF oscillator
follows the derivation by Biggs'’. The mass of the oscillator is equal to that of the
MDOF system, adjusted with an appropriate factor, and the oscillator stiffness is
derived from the force necessary to deform the MDOF system in a particular way.
The nonlinear spring force of the SDOF system is based on the nonlinear force-
displacement relationship obtained for the properties of the actual structure analyzed,
with the assumption that it is subjected to a set of monotonically increasing external
forces. For some of the scale models that were tested at the University of Illinois,
agreement between experiment and computations using the Q-model was found to be
good.

It should be noted that all of these simplified methods are based on the
assumptions that there are no abrupt changes in stiffness or mass along the building
height. Their highly approximate nature and low computational cost make them

suitable for preliminary analyses of regular buildings.
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(2)  Nonlinear Time History Analysis by Direct Integration. Nonlinear time
history analysis by direct integration method is the most accurate analysis method
available. The basic analysis problem is characterized by the requirement that the
incremental dynamic forces acting on a structure during some small time step At have
to be in equilibrium,

MAx(t) + CAx(t) + KAx = AF(t) 2.7)
For the numerical solution of these equations in the time domain, there are two
fundamentally different groups of algorithms available: explicit and implicit integration
schemes®'. In explicit integration, the equation of motion, Eq.(2.7) is established for
time t. An important example of an explicit scheme is the central difference operator,

wherein accelerations and velocities at time t are approximated as follows,

) (2.8)

+ x
t 2 t—At ¢ t+Af

) (2.9)

X = —-X + x
t ( t—At t+At

2Ar

Substitution of Egs. (2.8) and (2.9) into Eq. (2.7) leads to

2 1 1
pye M)x, —(ZZE‘M_EC)JC!—A! (2.10)
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This set of equations can be solved directly for xXu.,, the unknown

displacements at time t+At. For diagonal matrices M and C, this task is trivial and

does not require the factorization of the structures stiffness matrix K.

In implicit integration, the equation of motion, Eq. (2.7), is written not in terms

for time t but for time t+At. For example, in the widely used Newmark method,

accelerations and velocities are approximated as follows:

6 656{
ae — —_— . — — 2--
g , Crene =) o
Af At
3 At
. — — — — 2 . — Ty
xt+At (xt+At xt) xt xt
At 2

Substitution of Egs. (2.11) and (2.12) into Eq. (2.7) leads to

* *
K Xrpar = E+AI

where
K*=K+———6—M+—3-C
AL? At
E F (6 O s +28 ™M Cox, + 2%, + )C
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Eq. (2.13) can be solved for the displacements x..»,. But this task involves
factorization of the effective stiffness matrix K, which is a computationally expensive
task. Moreover, K* changes whenever K changes, such as due to inelastic behavior or
when At is varied. The piecewise linearization of response histories causes unbalanced
forces at each time step which can be resolved using various numerical analysis
techniques’'.

Explicit algorithms have to satisfy the so-called Courant condition, At < T,/ =,
i.e. the time step of integration has to be less than a certain fraction of the structure’s
smallest natural period T,, otherwise the algorithm will be unstable. Physically, this
requirement means that At should be of the order of the time required by sound waves
to travel through the smallest member or element in the structure. This time step can
be extremely small. For example, the sound velocity in steel is 16,800 fi/sec. Thus, a
sound wave travels along a 12 ft column in 0.7 x 107 sec, so that the stability criterion
requires At < 0.2 x 10° sec. In the case of structures with massless degrees of
freedom, the method breaks down because T, = 0, unless such degrees of freedom are
condensed out prior to the time step solution. Thus, even though the solution of Eq.
(2.10) requires relatively little effort, a time history analysis of a 10 sec earthquake
record may involve at least 50,000 time steps.

Implicit algorithms are generally unconditionally stable, i.e., the solution

remains stable, even though the Courant condition is violated. The time step size may
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be several orders of magnitude larger than T, Physically, these algorithms have the
effect of suppressing the higher modes through artificial damping. It is of interest to
note that these higher modes generally contribute little to the structural response. But
when an unstable integration method is used, a violation of the stability criterion
causes these high frequency modes to drown out the responses of the significant lower
modes, thus making the results useless.

In sum, the choice of a numerical solution algorithm has to balance accuracy
and stability requirements. The apparent computational advantage associated with the
larger time steps of an implicit integration scheme can in general be realized only by
sacrificing accuracy. Fortunately in the case of building structures, the role of higher

modes is usually not very significant.

2.3 Earthquake Response from Instrumented Buildings

The first set of structural accelerograms was obtained as early as 1933 in the
basement and on the roof of the Hollywood Storage Building, a box-like reinforced
concrete 14-story structure. The records were produced during an earthquake (ML =
5.4) in Los Angeles. No published studies of these records are known. Indeed, they
seem to have been overlooked, despite their historic importance.

It was almost another 20 years, during the 1952 Kern County Earthquake (Mp

= 7.2), before the next set of significant records was obtained in a structure.
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Housner” has studied the basement and parking lot records to investigate possible
soil-structure interaction, but there appear to be no published studies of the
relationship between either of these accelerograms and the measured roof
accelerations.

During the period 1952-1970, several other sets of building records were
obtained. Hudson™, in one of the first studies of measured seismic response, examined
the accelerograms produced in the 15-story Alexander Building during the 1957 San
Francisco Earthquake (Mp = 5.3). He obtained reasonable agreement between the
measured peak accelerations, 0.06g and 0.09g in the NO9W direction at the 11th and
16th floors respectively, and those obtained from a model using the response spectra
calculated from the NO9W basement accelerations by an electric analog method. The
properties of the three modes used in the model came from forced vibration tests using
a shaking machine. Unfortunately, further studies of the Alexander Building have not
been possible since only the basement record has been digitized, although a complete
set of digital accelerograms for the basement, 11th, and 16th floors are available for an
aftershock (My, = 4.4) of the 1957 San Francisco Earthquake.

An assessment of the situation up to 1970 is that strong-motion accelerations
had been measured in several buildings during earthquakes in the preceding 40 or so
years, but few researchers had attempted to utilize them. No doubt research was

inhibited by the lack of corrected digital versions of the accelerograms. In 1968,
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Caltech launched an extensive program to digitize and process the backlog of all
significant U.S. strong-motion accelerograms, and this program should have spurred
more studies of the structural records. However, it was the 1971 San Fernando
Earthquake in California which actually generated interest in such studies.

As a result of a Los Angeles City ordinance enacted in 1965, all the newer
high-rise buildings in the city were instrumented at the time of the San Fernando
Earthquake (M. = 6.4) whose epicenter was just outside the northern boundary of the
city. As a consequence, records were obtained from more than 50 buildings designed
according to modern building codes and practices, with roof accelerations peaking at
levels of 0.4 - 0.5g in several buildings. None of the instrumented buildings suffered
heavy damage, although there was modest structural damage in at least three of them,
the Holiday Inns at 8244 Orion Blvd and 1640 S Marengo St., and the Bank of
California at 15250 Ventura Blvd.

The importance of the San Fernando records of both ground and structural
motions was immediately recognized and considerable effort was expended to produce
corrected digital versions as rapidly as possible. Within two years of the earthquake, a
NOAA report was published”, which contains analyses of many of the structural
records together with other engineering studies of the earthquake. Another early

study is an analysis of the two accelerograms produced in Building 180, a nine-story
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stecl—frame structure located on the campus of the Jet Propulsion Laboratory,
Pasadena™.

The early studies of the earthquake response were typically of the following
type. A linear model, often one used in dynamic design, was synthesized from the
structural plans, a guess being made of the amount of damping in each mode, typically
taken as 5% of critical damping. The response of the model to the measured base
acceleration was then computed and compared with the earthquake records from the
mid-height or roof accelerographs. Calculated peak response quantities were generally
in reasonable agreement with the measured values. However, detailed agreement
between the time histories of the model and recorded responses was lacking.

Records of interest obtained since 1971 include those from Whittier Tower, a
ten-story modern reinforced concrete building, during the 1976 Whittier Earthquake in
California®®. This event had a local magnitude of only 4.2 and Whittier Tower is 14
km from the epicenter, yet the peak accelerations in the transverse direction were
surprisingly large, 0.28g and 0.19g at the fifth floor and at the tenth floor respectively.
The duration of the strong motion was only one to two seconds. No structural
damage was reported.

In 1992, the United States Geological Survey released a CD-ROM containing
4270 uncorrected strong motion accelerograms from about 500 earthquakes

representing all of the available North American and Hawaiian records from ground-
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level instruments for the period of 1933 through 1986*". These data then were passed
through a preliminary correction process by Naeim and Anderson® which included
base-line correction, instrument correction, band-pass filtering, and integration to
calculate velocity and displacement.  Later, the 1933-1986 selection was
complemented with virtually all corrected ground-level accelerograms released by the
California Strong Motion Instrumentation Program of the California Department of
Mines and Geology (SMIP/CDMG) for California earthquakes since 1987%.

A list of earthquakes contributing records of engineering significance (M > 5.5,
Peak Ground Acceleration > 0.05g) is presented in Table 2.1. A histogram of the
chronological distribution of earthquake records contained in this selection is shown in
Figure 2.9. Figures 2.10 and 2.11 show histograms of focal depth and epicentral

distance for records in the selection.

2.4 Performance Based Seismic Engineering

Severe earthquakes are relatively infrequent events, which may or may not ever
occur within the life of a building. While it may be feasible technically to design and
construct buildings such that they do not experience any damage m the most severe
earthquake events, it is generally considered unnecessary and uneconomical to do so.
Therefore, an engineering design philosophy has evolved over the years in which

design is performed with the anticipation that severe earthquakes will cause some
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Table 2.1 Earthquake Contributing Records to the 1933-1992 Database®

No. Year Earthquake name Magnitude
I 1933 Long Beach, California 63
2 1934 Baja, California 65
3 1935 Helena, Montana 60
4 1938 NW California 55
5 1940 E! Centro 70
6 1941 NW California 66
7 1941 Santa Barbara, California 59
8 1941 Northern California 64
9 1942 Borrego Valley 65

10 1949 Western Washington 71

11 1952 Kern County 7-4

12 1952 Northern California .55

13 1952 Southern California ) 60

14 1954 Wheeler Ridge, California 59

15 1954 Northern California 65

16 1955 San Jose 58

17 1956 El Alamo 68

18 1960 Northern California 57

19 1961 Hollister 56

20 1965 Puget Sound, Washington 6-5

21 1966 Parkfield, California 61

22 1966 Mexico 56

23 1967 Northern California 5-8

24 1968 Borrego Mountain 67

25 1971 San Fernando 66

26 1971 Andreanof Islands 7-1

27 1972 Mexico 55

28 1972 Alaska 75

29 1972 Managua, Nicaragua 62

30 1973 Michoacan, Mexico 7-5

3t 1973 - Point Mugu, California 59

32 1973 Honolulu, Hawaii 6-0

33 1973 Mexico 56

34 1973 Mexico 68

35 1973 Mexico 60

36 1974 Alaska 56

37 1974 Mexico 55

38 1975 Alaska 60

39 1975 Northern California 57

40 1975 Oroville 57

41 1975 Mexico 59

42 1975 Island of Hawaii 57

43 1976 Mexico 57

44 1978 Mexico 64

45 1978 Santa Barbara, California 55

46 1978 Mexico 77

47 1979 Southern Alaska 73

48 1979 Mexico 76

49 1979 Coyote Lake, California 57

50 1979 Imperial Valley, California 6-5

51 1979 Imperial Valley, California 55

a.s.
(Continued)
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3.2.3.2 Building Earthquake Damage

Repair of non-structural damage cost approximately 10 percent of the initial
construction cost of the building®. Structural damage was minor and was repaired by
patching the second floor beam-column joint on the north side (east-end) of the

structure (Figure 3.25).

| Second Floor ] |

Ground Level

Figure 3.25 Cracking Pattern at the Second Floor Beam-Column Joint
on the North Side (East-End) of the Structure

There was non-structural damage primarily to partitions, bathroom tiles, and
plumbing pipelines. The second and the third floors suffered the most severe damage

while the sixth and the seventh floors suffered the least damage®®.
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3.3 Ten-Story Building at 7215 Bright Avenue

3.3.1 General Building Description

The ten story building is a reinforced concrete structure (Figure 3.26) with plan
dimensions of 52 ft 8 in by 183 ft 4 in*®*. The building, located in the City of Whittier
in Southern California, was designed and constructed in 1972. Table 3.4 is a summary

of general information about the building.

Fig. 3.26 General View of the Ten Story Building®
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Table 3.4 Ten-Story Building General Information Summary

Date of Construction:

1972

Date of Drawings:

1972

Design Code: Uniform Building Code (1970 ed.)
Number of Above Ground Level 10
Stories: Below Ground Level 1

Plan Dimensions:

52 ft - 8 in (NS) x 183 ft - 4 in (EW)

Building Height: 90 ft
Story Heights
Basement: 9ft-8in
First story: 12ft-0in
Second through roof floor: 8ft-8in

Plan views of the foundation and first floor are shown in Figures 3.27 and
3.28. Plan views of the second floor and typical floors are shown in Figures 3.29 and
3.30. Cast-in-place shear walls with coupling beams were located at the north and
south ends of the building along Grid lines 2 and 13 (Figure 3.27). Also two smaller
shear walls surrounded the elevators at lines 7 and 8 (Figures 3.28 and 3.31). There

were additional shear walls at the second story on all lines between G and E (Figure

3.29).
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Figure 3.27 Basement-Foundation Plan®

The foundation of the building consists of spread footings (Figure 3.27).
There is a parking facility on the west and north sides of the structure at the basement
level (Figure 3.28). Figure 3.31 shows an elevation of the structure on Grid C and
Figure 3.32 shows an elevation of the transverse direction of the building. Normal
weight concrete was used and Table 3.5 is a summary of the material properties

specified for the construction.
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Figure 3.28 First Floor Framing Plan®

Typical exterior columns are 20” by 20, and typical interior columns are 16”
by 16”. Spandrel beams have the dimensions of 24” by 24”. Slabs are 6.5 inches thick

for all floors.
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Figure 3.30 Typical Floor Plan*®
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Fig. 3.31 Elevation of Building on Grid C in Longitudinal Direction®®

Details of the reinforcement in the moment-resisting frame on Grid line C are
shown in Figure 3.33. Although there is no joint shear reinforcement in the beam-
column region, a quick check shows that joint shear is not a problem. Table 3.6 is a

summary of the reinforcement for the structural members of the building.
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Table 3.5 Material Properties for Construction. Ten-Story Building

Concrete (regular weight, 150 pcf unit weight)

Minimum specified
Location in structure compressive strength
(f,) in ksi
Columns, 1st to 6th floors 4
Columns, 6th to roof floors ‘ 3
Beams and slabs, all floors 3

Reinforcing steel

Minimum
Location in structure Grade specified
yield strength
(f,) in ksi
All reinforcing steel deformed Grade 60 60
in beams and columns (ASTM A-615)

The seismic lateral resisting system in the longitudinal direction (north-south)
consists of moment frames in which most of the lateral capacity is to be provided by
perimeter column-spandrel beam frames and interior column-slab frames. In the
transverse direction (east-west), the seismic lateral resistance is provided by a dual
system consisting of two reinforced concrete coupled shear walls at both ends of the

building.
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Table 3.6 Summery of the Steel Reinforcement. Ten- Story Building

Beams
Floor Longitudinal Reinforcement
Top Bottom
Ist-3rd 6#10 6#10
4th-6th 6#8 6#8
7th-8th 6#7 6#7
9th-Roof 6#6 6#6
Columns
Story Corner Columns | Exterior Columns | Interior Columns
Basement-1st 14#11 10#11 4#11
2nd 14#11 6#11 4#8
3rd 14#11 4#11 4#8
4th-5th 10#11 4#10 4#8
6th 8#11 4#10 4#8
7th 6#11 4#9 4#8
8th 6#10 4#9 4#8
9th-10th 449 4#9 448
Shear Walls
Boundary Element .
St Reinfi
oty Longitudinal Reinforcement Web Reinforcement
Basement 16#11 #4 at 18” vert., #5 at 13” horiz.
1st-3rd 14411 #4 at 18” vert., #4 at 16” horiz.
4th-5th 10#11 #4 at 16” vert., #5 at 12” horiz.
6th 8#11 #4 at 16” vert., #5 at 12” horiz.
7th 6#11 #4 at 16” vert., #5 at 12” horiz.
8th 6#10 #4 at 16” vert., #5 at 12” horiz.
9th-10th 4#9 #4 at 16” vert., #5 at 12” horiz.
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3.3.2 Whittier Narrows Earthquake (1987)

The Whittier Narrows Earthquake occurred on October 1, 1987 at 7:42 a.m.
local time, at about 9.3 miles northeast of downtown Los Angeles. The epicenter was
estimated at 34°3’N, 118°5°W, at a focal depth of about 8.7 miles. The earthquake
ruptured part, 4 km by 5 km, of a previously unidentified buried thrust fault that
strikes east-west and dips 25° down to the north®®. The local Richter magnitude was

determined as My, = 5.9.

3.3.2.1 Building Instrumentation

The building is located south of the epicenter at a distance of approximately
6.2 miles. The SMA-1 seismographs (each capable of recording three components of
motion) were located at basement, fifth and tenth floor levels as shown in Figures
3.27, 3.30, 3.31, and 3.32. The building instrumentation is part of the National
Strong-Motion Instrumentation Network (NSMIN) operated by the U.S. Geological
Survey (USGS). Table 3.7 summarizes the peak values for the recorded accelerations
in each direction. Figures 3.34, 3.35 and 3.36 show the recorded accelerograms in the
longitudinal, transverse and vertical directions at the basement, 5th floor and 10th
floor levels. Although the duration of the earthquake was about 30 seconds, strong

shaking only lasted about 4 seconds.
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Table 3.7 Recorded Peak Acceleration and Approximate Time of Occurrence During
the 1987 Whittier Narrows Earthquake. Ten-Story Building:

' . Longitudinal Transverse Vertical
Station Location (North-South) (East-West) (Up-Down)
direction direction direction
10th Floor 0.43g at4.64 sec. | 0.52gat4.04 sec. | 0.50g at 4.38 sec.
5th Floor 0.55g at 4.02 sec. | 0.61gat4.00sec. | 0.28g at 3.90 sec.
Basement 0.39g at 3.98 sec. | 0.62gat4.02 sec. | 0.24g at 4.04 sec.

3.3.2.2 Building Earthquake Damage

No structural or significant non-structural damage was observed during post

earthquake visual inspection®®.
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Figure 3.34 Ten-Story Building. Recorded Acceleration at the Basement

in the 1987 Whittier Narrows Earthquake
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Figure 3.35 Ten-Story Building. Recorded Acceleration at the 5th Floor

in the 1987 Whittier Narrows Earthquake
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CHAPTER 4
NONLINEAR PROGRAMS AND ANALYTICAL MODELS

4.1 General

There are numerous approaches for modeling inelastic behavior of structures.
Ideally, inelastic models should follow the gradual spread of cracking and yielding
throughout the structure. The distribution of inelasticity is modeled by discretization
of members into a number of “fibers™. The stiffness of sections is obtained by
numerically integrating the stiffness of the cross-section of elements in which fibers
may be in the elastic, inelastic, or strain-hardening range. This technique is
computationally intensive. For dynamic analyses of structures under earthquake
excitations, simplified modeling techniques are generally employed. For moment
resisting frame structures, inelastic behavior is, in general, concentrated at the two
ends of structural elements (beams or columns). As a result, most simplified modeling
techniques assume that inelastic behavior occurs at member ends only. Between the
ends, elements are assumed to behave elastically. In this chapter, two most
commonly used nonlinear programs are discussed. Analytical models used for

buildings selected for this study are presented.
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4.2 Nonlinear Programs

Over the past 20 years or so, a number of nonlinear time history analysis
programs have been developed at various research institutions. One of the most
commonly used programs, DRAIN-2D was originally developed in the 1970’s at the
University of California at Berkeley by Kanaan and Powell’. Another program for
reinforced concrete structure analysis, IDARC, was originally developed in the 1980’s
at the State University of New York at Buffalo by Park, Reinhorn and Kunnath®%.

Numerous modifications have been made to both programs since their initial release.

4.2.1 DRAIN-2D

A structure is idealized as a planar assemblage of discrete elements connected
at every floor level with a rigid diaphragm. Analysis is carried out by the Direct
Stiffness Method, with nodal displacements as unknowns. Each node possesses up to
three displacement degrees of freedom. The earthquake excitation is defined by time
histories of ground acceleration. Static loads may be applied prior to the dynamic
loading, but no yielding is permitted under static loads.

The dynamic response is determined by step-by-step integration, with a
constant acceleration assumption within any step. The tangent stiffness of the
structure is used for each step, and linear structural behavior is assumed during the

step. If en element yields or unloads, information will be returned from the element
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subroutine. Changes are then made to the tangent stiffness matrix and the
triangularization operation of Gauss elimination is repeated. Any unbalanced loads
resulting from errors in the assumed linear behavior within the step will be eliminated
by applying corrective loads in the subsequent time step. Second order effects can be
taken into account by including geometric stiffness in the element stiffness matrix.
The structure mass is assumed to be lumped at nodes so that the mass matrix
is diagonal. Axial deformations and shear deformations of structural elements are

included in the analysis. Beam-column joint regions are assumed infinitely rigid.

4.2.1.1 Dynamic Equilibrium and Integration Procedure
At any finite time step, At, the equation of dynamic equilibrium is satisfied

approximately as:

[M]{A ;"c} +[c, ]{Ax}+ [k, [{Ax} = {AF} 4.1)

in which, {A x}, {A x} and {Ax} are the increments of acceleration, velocity and

displacement, respectively, at nodes; {AF} is the increment in applied loading; [M] is
the mass matrix; and [Ct] and [Kr] are tangent values of the damping and stiffness
matrices for the structure at the beginning of the time step.

The dynamic equilibrium Equation (4.1) is solved by using an approximation

that within the time step acceleration remains constant. As discussed in Chapter 3,
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this method has the advantage of being stable for all periods and time steps.
However, the accuracy of the results depends on the integration time step used. The
smaller the time step, the more accurate are the expected results. Previous research

has shown that a time step of 0.005 second will generally yield enough accuracy'*>*,

4.2.1.2 Damping Coefficients
DRAIN-2D assumes that viscous damping results from a linear combination
of the mass and tangent stiffness matrices according to Equation (4.2):
[Cr] =0 [M] + B [K1] (4.2)
where o and 3 are called damping coefficients. These coefficients can be selected in

one way by assuming that the system is uncoupled into normal modes>>. For any two

modes of vibration i and j:

L Tl (4.3)

_ILT4 - TE))

4.4
(T} =T @D

in which T, T ; are the respective periods of two modes of vibration selected, and &;,
&; are the respective damping ratios for these two modes. Typically, the first two

modes of vibration are selected, because they dominate the dynamic behavior of
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building structures. Although the mass matrix remains the same during the analysis,
the stiffness matrix varies with time. Therefore, the damping matrix needs to be

updated whenever the stiffness of a structure changes.

4.2.1.3 Reinforced Concrete Member Modeling

A beam element with degrading stiffness was formulated to model reinforced
concrete frame elements.

In DRAIN-2D, the one-component model proposed by Giberson®® was
adopted to represent reinforced concrete frame members (beams and columns) as
shown in Figure 4.1. The element was assumed to consist of a linear elastic beam
element with non-linear rotational springs at each end. Yielding may only take place
in concentrated plastic hinge regions at the element ends. All plastic deformations,

including the effects of stiffness degradation, were introduced by means of the

moment-rotation relationships for the inelastic springs.

Inelastic rotational springs
I:/ ‘ e

Elastic beam

Figure 4.1 Element Idealization - One Component Model
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4.2.1.4 Extended Takeda’s Model

An extended version of Takeda’s model’’

, illustrated in Figure 4.2, was
adopted for the moment-rotation relationship for each inelastic spring.

The modifications made to Takeda’s original model are shown in Figures 4.3
and 4.4. There were two major changes: (1) a reduction of the unloading stiffness, by

an amount which depends on the largest previous spring rotation, and (2) an increase

in reloading stiffness, which also depends on previous spring rotations.

Moment

r

> Rotation

Numbers indicate yield codes

Figure 4.2 Inelastic Spring Moment-Rotation Relationship
Extended from Takeda’s Model
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Figure 4.3 Unloading Stiffness for Extended Takeda’s Model

Moment (M)
A

Extended Takeda’s model
Original Takeda’s model

/ ; Rotation (6)

Figure 4.4 Reloading Stiffness for Extended Takeda’s Model
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4.2.2 IDARC

The first version of IDARC was developed in 1987 and released in 1988 by
the National Center for Earthquake Engineering Research (NCEER) at the State
University of New York at Buffalo. IDARC was programmed for Inelastic Damage
Analysis of Reinforced Concrete building structures. The motivation for developing
such a program was the lack of analytical tools to predict inelastic behavior of
structures in past earthquakes and in dynamic experimental tests, especially for
reinforced concrete structures.

Although IDARC was designed for two-dimensional analyses, it can take into
account three-dimensional effects by connecting a set of parallel frames with
transverse elements as shown in Figure 4.5. A reinforced concrete building is
idealized as a series of plane frames connected together by transverse beams. Beams
and columns are modeled as inelastic single component elements with distributed
stiffness>®. Shearwalls are modeled using a combination of shear and flexure springs
connected in series. The program can perform comprehensive analyses including: (1)
nonlinear static analysis for initial stress due to gravity loads; (2) nonlinear static
(push-over) analysis under monotonic lateral loads; (3) quasi-static cyclic analysis
under load or displacement control; (4) inelastic dynamic analysis due to earthquake

loads; (5) damage level analysis.
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Figure 4.5 Structural Modeling Illustration®'

As in DRAIN-2D, IDARC employs the Direct Stiffness Method, with nodal
displacements as unknowns. The structure mass is lumped at nodes. Axial
deformations and shear deformations of structural members are taken into account in
the matrix formulation. Like in DRAIN-2D, the computation is performed

incrementally assuming that the stiffness of the structure does not change during the
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time step. However, if the stiffness of any element changes, equilibrium will not be
satisfied at the end of the time step. Therefore, a restoring procedure is adopted to
minimize this error by applying a one-step unbalanced force correction as shown in
Figure 4.6. A simple equivalent force method is used to account for P-delta effects

due to inter-story drift*.

Force (F)

Restoring force AR

@ =event

Time Time
t; tis1

Deformation

Figure 4.6 Unbalanced Force Correction
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4.2.2.1 Dynamic Equilibrium and Integration Procedure

The incremental equation for dynamic equilibrium is the same as the one used
in DRAIN-2D described in Equation (4.1). The dynamic equation is solved by a
direct step-by-step integration procedure using Newmark’s method®® which assumes

a constant-average-acceleration, the same method used in DRAIN-2D.

4.2.2.2 Viscous Damping

Viscous damping is assumed for the structural system. To calculate the
damping matrix, the fundamental period of the structure is determined first using the
conventional Stodola method. Then this period is used to compute a constant viscous
damping factor for the dynamic analysis. The program designers claimed that
although the actual mechanism of damping in a structure responding inelastically is
not fully understood, the contribution of viscous damping is negligible compared to

energy dissipation through hysteretic action®.

4.2.2.3 Reinforced Concrete Member Modeling

A single-component model was used for modeling beams and columns in
IDARC. The basic objective in developing a member model for nonlinear analysis is
to adequately characterize the varying stiffness properties of elements during a cyclic

loading event. Two fundamental approaches are generally employed, one is based on
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a finite plastic zone at ends of a member, like the one used in DRAIN-2D, and the
other is based on a variation of the flexibility along the member, like the one used in
IDARC. During earthquakes, lateral load moments are generally much greater than
the gravity load moments and it is assumed that the moment distribution along a
frame member is linear, as shown in Figure 4.7. Furthermore, the flexibility factor,
1/EL, is assumed to vary linearly along the member between two ends and the point of
inflection. If gravity load moments are found significant, the linear moment
distribution assumption is still acceptable if the member is divided into an adequate
number of sub-members.

Once the flexibility distribution is established, the 2 by 2 flexibility matrix is

derived from virtual work principles as shown in Equation (4.5):

1

d .
EICO X 4.5)

L
fij = J‘rn]. (x)mj(x)
0

Since members can bend in double curvature or in single curvature, the

integration needs to be carried out for these two possible cases as shown in Figure 4.8.
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Figure 4.8 Variation of Flexibility along the Member
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4.2.2.4 Hysteretic Modeling

A non-symmetric tri-linear curve was used for the hysteretic envelope shown
in Figure 4.9. Three parameters o, B, and y were utilized to produce effects of

stiffness degradation, strength deterioration and pinching or slip behavior,

respectively (Figure 4.10).

4 Force

Ey"

(yield) Py™

(crack) P/

27
" Deformation
- Pc"
1 .
Ey Py

Figure 4.9 Non-Symmetric Tri-Linear Envelope

108



v

Lap

umax

v

v

(a) Modeling of
Stiffness
Degradation

(b) Modeling of
strength
deterioration

(c) Modeling of
Pinching or
Slip Behavior

Figure 4.10 Hysteretic Model and Control Parameters
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4.3 Analytical Model

The analytical models used to idealize the inelastic behavior of the reinforced
concrete members of buildings selected for this study are described in this section.
Material properties as well as hysteretic behavior of such members are presented.

Also, assumptions used in assigning member stiffness properties are discussed.

4.3.1 DRAIN-2D

The element subroutine 11 - reinforced concrete beam was used to model
members in buildings. The degrading stiffness element has two additional
deformation modes, namely additional rotational deformations associated with each
of the two rotational springs, as shown in Figure 4.1. For each element, deformations
consist of inelastic hinge rotations of springs and deformations of elastic beams
connecting the springs. However the additional degrees of freedom due to spring
rotations are condensed out in the element stiffness matrix formulation, so they do not
appear as structural degrees of freedom. Yield moments specified at the ends of
elements consider no interaction between axial force and bending moment in

producing yield.
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4.3.1.1 Material Properties

The stress-strain relationship for concrete material was assumed to follow the
Park and Kent model® as shown in Figure 4.11. The stress-strain relationship for

reinforcing steel was idealized as presented in Figure 4.12.

Slope =Z f',
g0 = 0.002 Strain
- 0.5
Eso, T €5, —0.002
inwhich, &, =210092f ¢ in s
£, —1000

g =3, b
50h 4 ps s

Note: ps is the ratio of transverse reinforcement over the volume of confined

concrete;
b is the width of confined core;
s is the transverse reinforcing steel spacing.

Figure 4.11 Stress-Strain Relationship for Concrete. DRAIN-2D
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Figure 4.12 Stress-Strain Relationship for Reinforcing Steel. DRAIN-2D

4.3.1.2 Element Stiffness

In the analysis of reinforced concrete frame structures, difficulties inevitably
arise in assigning cross section and material properties. The following assumptions

were made in DRAIN-2D:

(1) Materials are homogeneous;

(2) Members bend in double curvature with equal moment at both ends as shown in

Figure 4.13;
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Figure 4.13 Equivalent Cantilever

(3) Within the equivalent cantilever, section properties, including material,

dimension, and reinforcement do not change.

Two options are available in DRAIN-2D for assigning element stiffness

properties®:

Option 1:

An effective flexural stiffness (ED.s , which takes into account cracking, is
specified for the linear elastic element. Also an axial stiffness (EA) and a shear

stiffness (GA) are specified based on gross section properties.
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A very large initial elastic stiffness is assigned to the spring (10'¢ kip-inches),

so that each hinge is practically rigid up to yield (Figure 4.14).

Moment

V'S

|
/Alg hardening ratio
My 1

6,=0 B X
Spring Rotation
«~ My _M,-My

Spring hardening ratio =
pring g 0, -6, 0,

Figure 4.14 Assumed Spring Moment-Rotation Relationship

The moment-curvature relationship of the cross-section was determined using
the program RCCOLA®, which calculates moment capacity, shear capacity, yield
ductility and curvatures at a series of given axial loads, for different specified extreme
compressive strains of concrete, in reinforced concrete cross sections. The multi-line

moment curvature diagram obtained from the RCCOLA program was reproduced by a
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bi-linear relationship (Figure 4.15). The yield point (My, ®y) and the ultimate point
(My, @,) for the bi-linear relationship are the same as in the original diagram. In

calculating the moment-curvature relationship for columns, the column axial load was
assumed to consist of gravity load only. The axial load in beams was neglected in

calculating the moment-curvature relationship.

original diagram

bi-linear fit

»

D, @, Curvature

Figure 4.15 Bi-Linear Fit for the Moment-Curvature Relationship
of Reinforced Concrete Sections

Plastic hinges were assumed to be concentrated along a distance d from the
end (d is the effective depth of the cross section). Figure 4.16 shows the moment and
curvature diagrams for the equivalent cantilever with a plastic hinge formed at the

end.
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Figure 4.16 Moment and Curvature Diagrams for the Equivalent Cantilever

The hardening ratio of the spring after the plastic hinge forms (Figure 4.8) was
computed by assuming that plastic deformation only occurred within the plastic hinge.
Therefore, using the Conjugate Beam Method, the plastic hinge rotation 6, was

calculated as follows (Figure 4.17).

5
Oy = —f— (4.6)
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d
8 =(P,-Dy)d(L- E) 4.7
After substituting (4.7) into (4.6):

(@ - @,)d(L-3)
Oy = Z

4.8
T (4.8)

Py
l (a) Real Beam
FN iﬁu

B @u - @y

M: (b) Conjugate Beam

Figure 4.17 Calculation of Spring Hardening Ratio

Option 2:

First, the equivalent cantilever was represented with an idealized cantilever as

shown in Figure 4.18. The effective stiffness (EI), initial spring stiffness K, and
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spring strain hardening ratio p were computed by setting the tip displacement &, and

tip rotation o, of the idealized cantilever equal to those of the equivalent cantilever as

shown in Figure 4.18 when the fixed-end moment reaches yield. The following

equations can be used to obtain the effective stiffness, initial spring stiffness and

spring hardening ratio:

gL
) 320, —2 6")
a — N
v oL
ML
R TN
(5y - - )
Y 3El
(PL-M,)L
p= PL—M)D
(8,- 6, _(;___-"__)

3E]

4.9)

(4.10)

4.11)

in which, 9, is any cantilever tip displacement when the fixed-end moment is strain

hardening; My is the yield moment at the fixed-end of the cantilever. Figure 4.19

shows the P-d relationship of the cantilever and the M-0 relationship of the spring.
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Py: Load when fixed-end moment M = PL reaching yield;

dy Cantilever tip displacement;

o1 Cantilever tip displacement due to spring rotation only;
o2 Cantilever tip displacement due to beam bending only;
Oy Cantilever tip rotation;

Figure 4.18 Idealized Cantilever

By assuming the section moment-curvature relationship as shown in Figure
4.20, tip displacement and tip rotation for the equivalent cantilever can be calculated

using Equations (4.12), (4.13) and (4.14).

1 1 M M
6 =—® [ ——(—=) (=D —-d 4.12
¥ 3 Yy S(M‘,) (M ¥ cr) ( )

¥
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1

\=5<I> L——( ”’)L( "CD -0_) (4.13)
1. M 1 M M M
8 =—® (—LL)? - —=Lp - °fL +—(®, - P )(1-—D2+—-DI?
W=7 y(Mu ) 3(My o) (—F v )? ( ) u)( Mu)
1 M M
+=® (1I-—DH+—H1? 4.14
5 N = ) m ) (4.14)

u u

Values for M, My, M, and @, @y, ®,, were calculated using a pre-processor

in IDARC.
lP
AP A M
oy Ou $ ] 0
(a) Cantilever P-0 relationship (b) Spring M-0 relationship

Figure 4.19 Idealized Cantilever Behavior
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Figure 4.20 Section M-® Diagram

4.3.1.3 Shear Failure Model

Behavior of reinforced concrete columns after shear failure has been
extensively studied in the past. Lu and Chen® summarized typical failure modes of
reinforced concrete short columns as: (1) Shear compression failure. In the case of
specimens with moderate axial load and large shear reinforcement ratio, shear
compression failure takes place due to combined stress in the compressed region of
the concrete reaching maximum capacity (Figure 4.21); (2) Shear bond failure. with
large longitudinal reinforcement ratio, large bar sizes and low concrete strength,
diagonal cracks appear first at the ends of columns, then bond cracks initiate at a

distance h from the end of the column (h is the height of column cross sections). At
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the later stages of loading, bond cracks extend through the entire height of the column
(Figure 4.22); (3) Shear flexure failure. This type of failure may occur when the
longitudinal reinforcement ratio and axial load are low. The failure is initiated by
yielding of the longitudinal bars in tension. With further increase in deformation,
crushing commences in the compressed region of the concrete (Figure 4.23). In this

case, specimens can withstand large deformation.

Tests conducted by Umehara and Jirsa® showed that columns with axial loads
of 20% of the ultimate compression capacity were able to sustain lateral drifts of at
least twice that at peak shear capacity with no sign of axial failure. In this study,
columns were assumed to maintain their axial stiffness and strength after reaching

peak shear capacity.

Figure 4.21 Shear Compression Failure®*
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Figure 4.22 Shear Bond Failure®

Figure 4.23 Shear Flexure Failure®*
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A simplified shear failure model called the parallel-element model was
proposed in the analysis. As shown in Figure 4.24, every column element was
divided into two sub-elements, namely, column 1 and column 2. After the shear
capacity of the original column element is exceeded, column 2 loses its lateral load
resisting capacity by changing to a truss member. The shear capacity of column 1 can

be set to a very large value so that it does not fail in shear, and this shear capacity

becomes a residual shear capacity after the original column element fails in shear.
The hysteretic behavior of the column with shear failure is demonstrated
schematically in Figure 4.25. After the shear failure occurs, a sudden loss of shear
capacity from the peak capacity Vmax to a residual capacity Vs was assumed. By
using different values for the residual shear capacity, different shear failure modes
shown in Figures 4.21 through 4.23 can be modeled. From the actual failure mode of
the columns, and the reinforcement and axial load condition, the column failure of the
seven-story hotel during the 1994 Northridge Earthquake was characterized as shear
flexure failure (Figure 4.23). Residual shear capacity was assumed to remain constant
after shear failure occurred and the column was assumed to be able to sustain very
large lateral deformations. The shear capacity Vp,,x was computed using ACI 318-95

Code® equation (11-4) for members subject to axial compression,

N, ;
V. =2(1+ “ )\ f.b,d 4.15
- =2 ZOOOAg) Jeby (413)
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Figure 4.24 Parallel-Element Model for Shear Failure
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Figure 4.25 Model of hysteretic behavior of column failing in shear

4.3.2 IDARC

Because of the nature of the member modeling technique used in IDARC, the
input data for IDARC are much simpler than those in DRAIN-2D. Gross section
properties are used as the initial condition, and the program updates member
flexibility (stiffness) according to moments produced in members due to earthquake

excitation.

IDARC contains a pre-processor which can generate hysteretic envelopes for

reinforced concrete members according to input material properties. Users can also
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input hysteretic envelopes directly. In this study, hysteretic envelopes were generated

using the pre-processor.

4.3.2.1 Material Properties
An unconfined concrete stress-strain relationship was adopted to represent

behavior of concrete material as shown in Figure 4.26. A ftri-linear model was

adopted for steel stress-strain relationship (Figure 4.27).
4.3.2.2 Shear Failure

IDARC does not have the capacity for modeling sudden member shear failure,

although it can model gradual strength deterioration as shown in Figure 4.10.
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Note: ps is the ratio of transverse reinforcement over the volume of confined

concrete;
b is the width of confined core;
s is the transverse reinforcing steel spacing.

Figure 4.26 Concrete Stress-Strain Relationship. IDARC
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CHAPTER 5
NONLINEAR DYNAMIC TIME HISTORY ANALYSES
5.1 General
The response of two buildings under three different earthquakes were analyzed

and compared with recorded data.

5.2 Seven-Story Hotel in the Northridge Earthquake

The building was analyzed only in the east-west (longitudinal) direction
because most of the damage occurred in this direction. Lateral force is resisted in this
direction by moment frames (Figure 3.4). An earlier study®® established that the
exterior frames were twice as stiff as interior frames. Two-dimensional nonlinear
dynamic time history analyses were performed for the longitudinal frame along the
south perimeter where most of column shear failure took place and 1/3 of the
structural mass was assigned to this frame. Figure 5.1 shows the structural model of
the south perimeter frame used for dynamic analyses. DRAIN-2D was used to model
and analyze the response of this building under the 1994 Northridge Earthquake.
Since the shear failure model could not be included in IDARC, it was not used for this

building for the 1994 Northridge Earthquake.
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Figure 5.1 Structural Model for Nonlinear Dynamic Analyses. Seven-Story Hotel
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5.2.1 Evaluation of Response Records

The displacement response time history was also available from the California
Strong Motion Instrumentation Program (CSMIP). The following observations
regarding the building’s torsional effects and periods of vibration were made according

to these records.

5.2.1.1 Torsional Effects

There were sensors located at both east and west ends of the structure (Figure
3.14). As a result torsional effects can be evaluated from the recorded building
response in the north-south (transverse) direction. Figures 5.2, 5.3 and 5.4 show the
recorded roof, 3rd floor and 2nd floor displacement time histories at the east end
(Stations S2, S5 and S7) and the west end (Stations S3, S6 and S8), respectively. In
Table 5.1, the maximum differences in relative displacements between the east end and
the west end at various floor levels are listed. To better measure the magnitude of this
torsional movement, maximum relative displacements at corresponding floors were
calculated from the recorded data. The percentage of maximum differences in relative
displacements with respect to the maximum displacements was then computed and

listed in Table 5.1.

132



S2 East-End

S3 West-End

10
— 8
£ 6
£ 4 I A \
g, pA A AN A A
5 oL T M I A AR TR
£ HITRAVRAVARURVYEY WAL
5 4 [IRUBRVERI R f
3 % VI

8

0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30

Time (sec)

Figure 5.2 Comparison Between Roof Relative Displacement Time History in the
North-South Direction at the East End and the West End of the Building
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Figure 5.3 Comparison Between the 3rd Floor Relative Displacement Time History in
the North-South Direction at the East End and the West End of the Building
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Figure 5.4 Comparison Between the 2nd Floor Relative Displacement Time History in
the North-South Direction at the East End and the West End of the Building

Table 5.1 Maximum Horizontal Displacements in the North-South (Transverse)
Direction at the East End and the West End

Maximum Maximum Maximum Difference
Level Difference Displacement Maximum Displacement
between two ends
Roof 5.54 in at 8,72 sec 9.04 in 61%
3rd Floor | 2.59 in at 8.62 sec 3.41 in 76%
2nd Floor | 1.69 in at 8.50 sec 1.93 in 88%
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Figure 5.5 shows the horizontal ground displacement in the north-south
(transverse) direction at the east end (Channel S1) and the west end (Channels S13
and S14). There was practically no torsional movement at the ground level of the
building. However the torsional movement of the building recorded at floors above
the ground level was rather significant. In the east-west (longitudinal) direction, the
second floor underwent a maximum lateral displacement of 1.64 inches. This_indicates
that the one-inch joint separation between the first story brick walls and the adjacent
columns was not enough to keep the walls from acting as part of the lateral force
resisting system. The damage observed in the brick walls and the significant torsional
response recorded during the earthquake in an otherwise symmetric structure support

this hypothesis.

5.2.1.2 Periods of Vibration

Since the building was analyzed only in the east-west (longitudinal) direction,
only the recorded periods of vibration in east-west direction were evaluated. Figure
5.6 shows the relative displacement time history of the roof, the 6th floor, the 3rd floor
and the 2nd floor in the longitudinal direction.

As shown in Figure 5.6, the period of vibration in the east-west (longitudinal)
direction changed significantly during the earthquake. At the beginning of ground

shaking, the fundamental period was approximately 1.53 seconds. In the middle of
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ground shaking, the fundamental period increased to approximately 2.10 seconds. In
the later stages of the earthquake, the building responded at a fundamental period of
approximately 2.39 seconds. The significant lengthening of building period of
vibration clearly indicates the inelastic response and damage of the longitudinal frames
in the earthquake. Also noticed in Figure 5.6 is some disturbance in the displacement

response at lower floor levels, which suggests the participation of higher mode

responses.
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Figure 5.5 Horizontal Ground Movement in
North-South (Transverse) Direction at East and West Ends
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5.2.2 Parametric Study

To better understand the results of analysis and what factors effect those
results, several important parameters were studied first. From the results of this
parametric study, proper parameters were chosen for this building. During the study
of one parameter, all other parameters were kept the same. Only Option 1 (Section
4.3.1.2) for assigning element stiffnesses was used for the parametric study. Results of

using other options to assign element stiffnesses were compared in Section 5.3.2.

5.2.2.1 Damping Coefficients

Recommended values of viscous damping for reinforced concrete structures
vary from 2% to 10%, depending on the level of deformation and strain induced in the
structure. From analyses, it can be seen (Figure 5.7) that damping coefficients had
little influence on the structural period, or on the shape of the roof displacement. Less
damping caused slightly larger displacements, consequently, less damping could be

expected to cause slightly more damage.

5.2.2.2 Actual Strength of Materials
The actual strength of concrete at the time of an earthquake is always larger
than the design value given in the original drawings, because of the overstrength in

original materials and strength gained over time. In addition, concrete and reinforcing
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steel exhibit a significant increase in both strength and stiffness when loaded at
increased strain rates, such as the strain rates expected during earthquakes. This
higher rate of loading alone is estimated to increase the strength obtained from

standard cylinder tests by as much as 15-20%°%".

5% Damping 2% Damping
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Ground motion: 1994 Northridge Earthquake.
Material strength: 3/2x(design values).

Effective stiffness (El)es: 0.30(EIy)
Residual shear capacity: 2/3 of original shear capacity.

Figure 5.7 Comparison of Roof Relative Displacement Time History
with Different Damping Coefficients Assumed

Three different material strengths for the subject building, namely, 1.0 x
(design values), 4/3 x (design values), and 3/2 x (design values) have been tried. The

results show (Figure 5.8) that strength of material had little influence on the period of
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the structure or the peak roof horizontal displacement. However, it did affect the roof
relative displacement in general. Higher material strength resulted in less roof
displacement (except at peak roof displacement). Also higher material strength limited

damage in the structure.
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1.0x(design values) 1.33x(design values)
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Ground motion: 1994 Northridge Earthquake.
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Effective Stiffness (EI)es: 0.30(EIy)
Residual shear capacity: 2/3 of original shear capacity.

Figure 5.8 Comparison of Roof Relative Displacement Time History
with Different Material Strength Assumed

5.2.2.3 Effective Stiffness of Members (E@).x«

The effective stiffness of a member represents an average stiffness after the

member cracks. The value of effective stiffness has been found to significantly affect
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the response of the structure. For example, Figure 5.9 shows the building response to
the same earthquake with different effective stiffness used. With a lower effective
stiffness, the period of the structure increased. Note that the earthquake ground
motion used for this study was the 1971 San Fernando Earthquake recorded at the
ground floor of the building. No matter what earthquake was used, the same trend

was obtained.

Eff. stiffness = 0.35(Elg)

Eff. Stiffness = 0.6(Elg)
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Ground motion: 1971 San Fernando Earthquake.
Damping coefficients: 5% critical damping.
Material strength: 4/3x(designed value).
Residual shear capacity: 2/3 of original shear capacity.

Figure 5.9 Comparison of Roof Relative Displacement Time History
with Different Effective Stiffness (EI)er Assumed
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5.2.2.4 Residual Shear Capacity

The subject building experienced shear failure of several columns between the
fourth and the fifth floor levels. Test results have shown that strength and stiffness of
columns reduce dramatically after shear failures occur (Figures 4.21, 4.22 and 4.23).

Different values of residual shear capacity were tried, and the results showed
they had significant impact on building response after column shear failure occurred.
As shown in Figure 5.10, after columns started to fail in shear at about 8.5 seconds,
the period of the structure increased. The lower the residual shear capacity assumed,
the more abrupt the change of period, and the longer the period of the structure during

the remainder of the response became.

5.2.3 Analysis Results
The parameters chosen for this building are described in the following

paragraphs.
(1) Damping coefficients: Considering the relatively small influence of damping on

the response of the building, a 5% damping coefficient was used as an average

value for viscous damping for reinforced concrete structures.
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Figure 5.10 Comparison of Roof Relative Displacement Time History
with Different Residual Shear Capacity Assumed

(2) Actual material strength: Considering the age of the building and the intensity of
the earthquake, 3/2 x (design values) were used for both concrete and steel
strengths to take into account the overstrength in the original material, strength
gained over time, and high strain rates during the earthquake. The resulting

flexural strength will be about 1.5 times nominal strength.
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(3) Effective stiffness: Effective stiffness was chosen so that the period in the
calculated response time history would match the period of vibration of recorded
response time history. After several trials, 0.30(EI,) was chosen as the effective
stiffness (El)or. For simplicity, the same effective stiffness factor 0.30 was used
for all members including beams and columns.

(4) Residual shear capacity: Comparing the observed column failures with
experimental results in which columns failed in shear (Section 4.3.1.3), it was
assumed that the columns failed in combined shear and flexure (Figure 4.23). 2/3
of original shear capacity was chosen as the residual shear capacity to represent the
response of columns failing in a similar mode. As shown in Figure 5.1, a double

member model was used for columns in the structure.

Figure 5.11 shows the comparison between the calculated roof and 6th floor
relative displacement time history using the parameters described above and the
recorded relative roof and 6th floor displacement time history. The recorded roof
relative displacement time history was obtained by subtracting the recorded roof
absolute displacement at Station S9 (Figure 3.10) from the ground absolute
displacement at Station S16. The recorded 6th floor relative displacement time history
was obtained by subtracting the recorded 6th floor absolute displacement at Station

S10 (Figure 3.10) from the ground absolute displacement at Station S16. Since the
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Figure 5.11 Comparison Between Calculated and Recorded Roof
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analysis was two-dimensional, no torsional effects could be included. However
because Stations S9 and S10 were located on the center line of the building in the
longitudinal direction, the responses recorded at Stations S9 and S10 should contain
negligible torsional movement in this direction. Therefore calculated data and recorded
data can be compared regardless of the large torsional responses in the building.

As shown in Figure 5.11, the first thirty seconds of ground shaking were used
for comparison. An integration interval of 0.005 seconds yielded sufficiently accurate
results in DRAIN-2D™ and therefore it was used for this and all subsequent DRAIN-
2D analyses.

Figures 5.12 shows calculated and recorded 3rd, and 2nd floor relative
displacement time histories. The recorded relative displacement time history at the
given levels was obtained by subtracting ground absolute displacement at Station S16
from the 3rd floor absolute displacement at Station S11 (Figure 3.10), and the 2nd
floor absolute displacement at Station S12 (Figure 3.10), respectively. Good
agreement was found between calculated and recorded roof and 6th floor relative
displacement time histories. However at the 3rd and 2nd floors, agreement was not as
good. The discrepancy at lower floor levels may have been due to the same effective
stiffness factor being used for all columns. At lower levels, columns were carrying
higher axial loads, and the effective stiffness in lower stories should be higher than in

upper stories.
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Figure 5.12 Comparison Between Calculated and Recorded 3rd Floor
and 2nd Floor Relative Displacement Time Histories
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In the study, different effective stiffness factors were assigned to beams and
columns to see the effects. Figure 5.13 shows the 2nd floor relative displacement time

history by using different effective stiffness factors for beams and columns.
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Figure 5.13 Comparison Between Calculated and Recorded 2nd Floor
Relative Displacement Time History using Different Effective Stiffhess Factors
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Although the difference was reduced from 67% to 47% at maximum
displacements, the difference was still very large and was attributed to the fact that
there were brick infill walls at the first story which added considerable stiffness and
reduced deformation at the lower levels. Figure 5.14 compares the roof relative
displacement using a single effective stiffness factor 0.30 for all beams and columns
and using varying effective stiffness factors for beams and columns. Since using
different effective stiffness factors for beams and columns will only improve the
displacement in the lower floor by 14% at maximum displacement, in subsequent
calculations the same effective stiffness coefficient was used for simplicity for all
beams and columns. Figure 5.15 shows the calculated drift ratios at all stories. Also
shown are the recorded drift ratios at the 2nd story and the 1st story. Again the small
drift ratio recorded at the first story was attributed to the participation of brick infill
walls in the lateral force resisting system. Also drawn in Figure 5.15 is the drift Limit
set by the NEHRP-94 specifications’. Under the drift ratios the building experienced
during the 1994 Northridge Earthquake, the building was very close to collapse. If the
drift limit remains under 1.5%, the building will have a better chance of withstanding
the earthquake. Therefore the drift limit recommended by NEHRP-94 appears to be

reasonably good at preventing collapse for this structure.
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Effective stiffness: Beams: 0.25(Elg); Effective stiffness: 0.30(Elg) for all
1st-2nd story columns: 0.40(Elg); 3rd- beams and columns
5th story columns: 0.35(Elg); 6th-7th
story columns: 0.30(Elg)
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Figure 5.14 Comparison Between Calculated Roof Relative Displacement
Time History using the Same and Different Effective Stiffness Coefficients
for Beams and Columns

Figure 5.16 shows the condition of the structure at the end of calculation.
Compared with the actual failure state shown in Figure 3.19, the time history analysis
predicted more column shear failures. This was anticipated because the shear
capacities were computed using ACI 318-95 formula (11-4) for members subject to

axial compression. The ACI Code provides a fairly conservative estimate of shear

150



capacity. However, because the equation is widely used in design, it was adopted
without any change. Nevertheless, it still demonstrated that the most severe shear
failure occurred in the fourth story, which is consistent with what actually happened.
Figures 5.17 and 5.18 show the absolute acceleration time history at the roof,
the 6th floor, the 3rd floor, and the 2nd floor levels. Also shown are the recorded

absolute acceleration time histories at these floor levels. There is general agreement

between calculated and recorded data.
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Material strength: 3/2x(design values).
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Residual shear capacity: 2/3 of original shear capacity.

Figure 5.15 Comparison Between Calculated and Recorded
Story Drift Ratio
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Figure 5.16 Failure Sequence from DRAIN-2D Time History Analysis. Seven-Story Hotel
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